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Overview

The Direct Reading Spectrometer (DRS) represents a cornerstone class of
analytical instrumentation within the broader domain of optical emission
spectroscopy (OES), specifically engineered for rapid, quantitative elemental
analysis of solid metallic and conductive non-metallic. ALTRACE is an energy-
dispersive X-ray fluorescence (EDX) spectrometer combining optimized optics
and Shimadzu's high-speed signal processing to enable direct elemental
measurement from ~0. The overall optical design has been enhanced, and
with improvements of CMOS technology used to further improve the.
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ENCAPSULATING KNOWLEDGE: THE
DIRECT READING SPECTROMETER

Direct reading spectrometers encapsulate into
the material form of the instrument itself the
skills and knowledge previously required of

human operators. In the language of technology

studies, direct

Direct Reading Spectrometer

The Direct Reading Spectrometer (DRS)
represents a cornerstone class of analytical
instrumentation within the broader domain of

Full Spectrum Direct Reading
Spectrometer

The full spectrum direct reading spectrometer is
an analytical instrument used for qualitative and
quantitative analysis of the elemental
components of materials.

Direct-reading spectrometer

Find your direct-reading spectrometer easily
amongst the 9 products from the leading brands
(Shimadzu, PCE, DURAG, ) on Directindustry, the
industry specialist for
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optical emission spectroscopy (OES), specifically A Exctansive Library of Ssl-Deysloped

Products

Fiber Optic Distrib-  Fiber Adapters Copper Cable  Fiber Patch Cords
utionBox Patch Panel

ChapterlSpectrometeroverview Ch

Figure 1-2 Working principle of TY-9000 direct
reading spectrometer The TY-9000 direct reading

o spectrometer uses CMOS full-spectrum
acquisition technology, all-digital pulsed
synthesis light

GAOTek High Quality Direct Reading

Dual Band: 2m / 70cm

Spectrometer
Frequency: 144 MHz / 430 MHz ED :‘; i) w;\ S e
L . . . . Band width: 3 Mz / 10 Mz -1 AT T e
Description Overview GAOTek High Quality Direct Gain:6.0481 800 || A
Reading Spectrometer Analysis Instrument is a Length 250en ' T f e
smart, simple operate and high precise T e

spectrophotometer. It

Photoelectric Direct Reading
Spectrometer

Application: It is a kind of photoelectricity direct
reading spectrometer with high quality, high
performance and high stability, adopting one-
meter (1000mm) focal
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Spectrophotometry

Spectrophotometry is a branch of
electromagnetic spectroscopy concerned with
the quantitative measurement of the reflection
or transmission properties of a material

Full Spectrum Direct Reading

- - Spectrometer Supplier
Direct reading spectrometers operate based on

i = the optical emission spectrometry (OES)

H principle. When a sample (usually metal) is

excited by an arc or spark
Laboratory Equipment & Scientific
Instruments Manufacturer

DW-TY-9000 Full Spectrum Direct Reading
Spectrometer, which adopts the international
standards of design and manufacturing
technology, follows the steps of international
spectrum technology and ap-

Multiple Direct Reading Optical
Emission Spectrometer

The CMOS spectrometer is not only contain the
full spectrum
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A new electronic time resolution
system for direct reading

A Hilger Medium Spectrometer, fitted with an
over/under direct reading attachment and a two-
channel time resolution system was used. In this
application the integrating capacitor was

Product Catalog
@ E g Direct Reading Spectrometer
O AR Introduction to Direct Reading Spectrometer The
Vi Direct Reading Spectrometer (DRS) represents a
’/,f cornerstone class of analytical instrumentation
Ll within the broader domain of optical
Db *AJ‘C‘% Optical Fiber Cable Joint
B s Enclosure
2t

Optical Cable Cross
Connection

P L
o “@ Adapter |: ED

FTTH Terminal
Box

High quality

Direct reading Optical Emission ] ;
tensile aramid yarn

Spectrometer

Protecting the fiber core and optical signal
transmission High tensile and bending strength

Direct-reading spectrometer is widely used in
element content analysis in iron and steel,

nonUferrous metal materials, which is fast, Lsz"“‘e""“'"x
accurate, stable, and as dozens of elements are
analyzed

#—————— Aramid yarn

Inner protective cover
#—————— Flash coating
—_—

Quartz glass fiber core
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Direct-Reading Instruments

Direct-reading instruments are valuable tools for
detecting and measuring worker exposure to
gases, vapors, aerosols, and fine particulates
suspended in air. These instruments permit real-
time or near

Encapsulating Knowledge: The
Direct Reading Spectrometer

The direct reading emission spectrometer was
developed during the1940s. By substituting
photo-multiplier tubes and electronics
forphotographic film spectrograms, the
interpretation of special

Full Spectrum Direct Reading
Spectrometer

Specification and technical parameter. According
to the type of test sample, usually it is about
25S. Optical system. | full spectrum optical
system of Palmer type - runge

DW-OES 8000S Direct-reading
Optical Emission

Functions of DW-OES 8000S Direct-reading
Optical Emission Spectrometer DW-OES8000S
adopts a CMOS detector with full-spectrum test
technology to test all
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Direct Reading Spectrometer

This CMOS spectrometer not only includes the
full spectrum characteristics of the CCD
spectrometer, but also has the extremely low
detection limit of the PMT

Direct-Reading Spectrometer for
Ferrous Analysis

The direct-reading spectrometer, previously
described by Saunderson, Caldecourt, and
Peterson of the Dow Chemical Company, has
been adapted for ferrous analysis. Data is given
on reproducibility of

Full Spectrum Direct Reading
Spectrometer

Full Spectrum Direct Reading Spectrometer
Optical system | full spectrum optical system of
Palmer type - runge structure | Maximum
wavelength range: 130 ~
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Direct-Reading Gas and Vapor
Instruments

Direct-reading instruments represent a powerful
tool in developing sampling strategies. That is,
direct-reading instruments, when correctly used,
can determine, in real or near-real time, those
areas of

Direct-reading instruments for
aerosols: A review for occupational

With advances in technology, there are an
increasing number of direct-reading instruments
available to occupational health and safety
professionals to evaluate occupational

Full Spectrum Direct-Reading
Spectrometer

Equipment characteristics of full spectrum direct-
Reading spectrometer 1. **Analysis Range**:
This instrument is suitable for copper-based
materials. - It's the most

Direct reading spectrochemical
analysis with a rapid-scanning

The optical, mechanical, and electronic features
of a rapid-scanning spectrometer for direct
reading spectrographic analysis are described. In

‘ this spectrometer the spectra are rapidly and
repeatedly
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Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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