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3M cold joint fabrication
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3M cold joint fabrication

LV 3M Cold Shrink Straight Joint

The EPDM joint tubes are resistant to acids,
alkalis, ozone, UV and inhibits fungus growth.
Each kit comprises: ColdShrink outer protection
tube, copper braid

Cold Shrink Technology: Applied to
taking the heat

The right tools for cable preparation and
installation are essential to ensure long-term
reliability of the network. 3M is available to
discuss the appropriate standard and special
tools required for your

Datasheet

Datasheet 3 LC Series Cold Shrink Inline Joints for
Low Voltage Polymeric Cables Application 3MTM
Cold Shrink LC Series Joints have been designed
for multi core Low Voltage Power Cables up to

Low Voltage Resins and Joints , 3M
United Kingdom

We have a wide range of polyurethane resins
designed for mechanical protection and electrical
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installation of low voltage cable joints in a variety
of standard and

Cold Shrink Joints , Jointing LV
Cables Using 3M Cold

ﬁ'w Contact Thorne & Derrick International for the

- ::TE{ -y most competitive prices and largest UK stocks of
| Kot ' Cold Shrink Cable Joints manufactured by 3M

Z'F.-‘_":ﬂ@ Electrical

3M Energy Newsletter

This white paper explains the technology behind ,

3MTM Cold Shrink Joints, their advantages and
best practices for installation. When you need a
reliable connection, this guide will help you
select the

Microsoft Word

Features 3MTM Cold Shrink LC Series Joints use
3MTM Cold Shrink Technology, eliminating the

need for resin, heat and special tools, making a
quick, simple and reliable installation. The Cold
Shrink
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3M QS1000 Series Inline Cold Shrink
Joints 12kV Cable

3M(TM) QS1000 92-AV6x0-3/C Series Cold Shrink
Joints are designed for inline splicing up to 12kV

Umax voltage class, Three core polymeric power
cable

4U 3M(TM) Cold Shrink Medium Voltage
splice joint kit QS200

3M(TM) Cold Shrink Medium Voltage splice kit
series QS200 92-AK xx0-1 are designed for inline
splicing up to 12 kV Umax voltage class, to
connect single core

WINOv2Z

QS1000

How Does QS1000 Work ? Once QS1000 are
installed, the 3M cold shrink tubes create a
dynamic, compressive environmental seal and
electrical interface without sealants and
adhesives. 3M QS1000

Three Core Armoured XLPE Cable

QS1000 series Three Core Armoured XLPE Cable
to join inline 11kV three core copper tape
screened armoured XLPE cables - get in touch
now for a quote.
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3M Cold Shrink

3M(TM) Cold Shrink Joints & Terminations 3M(TM)
Cold Shrink MV Terminations The one-piece
design of this cable termination, manufactured

with a specially

e
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3M(TM) Cold Shrink Medium Voltage
splice joint kit QS200

3M(TM) Cold Shrink Medium Voltage splice kit
series QS200 93-AK xx0-1 are designed for inline
splicing up to 24 kV Umax voltage class, to
connect single core

3M Cold Shrink Products , 3M US

That's why we invented Cold Shrink technology:
a revolutionary alternative to traditional heat
shrink cable joints and terminations that can be
installed in a fraction of the time, without the

need for

Powered by Adam Tas Corridor Energy



Page 6/10

\AJ
.i

)
§
X

\/

!
%

\/

e lkenatildomm Cold Shrink , 3M Standard MV Cable
Large-end inner diameter:3.5mm JOintS With Taped Electrode

Outer diameter:5.2mm

~ The electrode in this case is built up by the cable
' jointer using 3M Scotch 13 Electrical Tape and
the 3M Cold Shrink joint ensures no heat or tools
are required.

3M Cold Shrink Products , 3M
Singapore b

For over 60 years, professional electrical workers
have trusted 3M for innovative solutions that
enhance safety and productivity. That's why we
invented Cold

3M Cold Shrink , 3M Cable jJoints ,

v = 3M Cable Terminations
= 3M Cable Joints & Terminations , Medium (MV) &

offer a reliable sealing solution for medium and
high voltage cable

AW
/é— High Voltage (HV) 3M Cold Shrink terminations

3M Cold Shrink Cable Jointing Kits

3M Cold Shrink Cable Jointing Kits Suit XLPE
Armoured, EPR Braided, Unarmoured Cables 3M
LC Cable Joints 3M LV Cold Shrink Cable Jointing
Kits suitable for
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3M QS1000, COLDSHRINK 3M

QS1000 SPLICE

The finished 3M QS1000 Cold Shrink splice body
is expanded and loaded onto a removable core
which allows the cable joints to be installed

without heat (eg heat

Outer sheath
Kevlar

9\\\ Fiber
Tight buffer

3M 11kV Cold Shrink Trifurcating

Transitional Joints

3M Cold Shrink trifurcating transitional joints for
connecting PILC/PICAS cables to polymeric

cables.
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3M Cold Shrink Splices: Splices to
Fit All Electrical Cable Systems

History of 3MTM Cold Shrink Technology For over
50 years, professional electrical workers have
trusted 3M for innovative solutions that enhance
safety and productivity. That's why 3M invented
cold shrink

Quick and Reliable Low Voltage
Insulation.

3M cold shrink Cable Abandonment Kits are a
complete solution to abandon low voltage
polymeric cables either temporarily or
permanently. Environmental sealing and
mechanical protection is
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QS200

3MTM Cold Shrink technology ensures quick,
easy and safe installation of the QS 200 Splice
Body and outer protection tubes by pulling and
unwinding the plastic support core in counter
clockwise

MV Medium Voltage Cable Joints
11kV-33kV

MV Joints 3M Premium Cold Shrink Joints are
used by many power utility companies

throughout the global as their go to cable
jointing solution. This medium voltage premium

range offers a built in semi

Cold Shrink Technology , 3M United
Kingdom

After the 3M(TM) Cold Shrink Tube has been
placed over the joint or cable end, this inner
spiral is pulled out. The insulating tube then
contracts and seals onto the cable, exerting
constant radial pressure for
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Cold Shrink Cable Joints , 3M Cold
Shrink Low Voltage

3M Cold Shrink Cable Joints form part of the LC
Series of low voltage cable joints that are
suitable for jointing polymeric (XLPE EPR)
600/1000V cable and

HV Joints High Voltage Cable Joints
Using 3M Cold Shrink QSIlII

HV Joints High Voltage Cable Joints Using 3M Cold
Shrink QSIIl QS3000 Thorne & Derrick 35.3K
subscribers 696

3MTM Cold Shrink Joint,

Mark joint installation position Clean insulation
layer Paint silicone grease Park joint on cable
Crimp connection bolt (or screw down screws)
Shrink joint on cable Wrap various tapes

MV & HV Cold Shrink

High Voltage Joints and Terminations
Terminations and joints for 72kV applications 3M
Cold Shrink high voltage accessories install
quickly and easily, helping to
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Automatic fire extinguishing system

3M Electrical Products Medium == g ‘

mo . |
voltage joints, terminations and [_I ‘ W
cable ]

Ever since the installation of the first 3MTM Cold
Shrink termination in 1972, we have developed

products that deliver market leading efficiencies 2 ‘
and reliability to our customers. : . =]
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External connection EMS

Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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