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40G French RoHS-compliant air-
cooled switch
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40G French RoHS-compliant air-cooled switch

Cisco Nexus 5600 Platform 40-Gbps
Switches Data Sheet

This data sheet provides an overview of the
Cisco Nexus 5600 40G Platform Switches,
including models and configurations, features
and benefits,

3U VPX 1/10/40 Gigabit Ethernet
Switch

This managed 3U VPX layer 2/3 Ethernet Switch
provides a high density of 1G/10G and 40G
Gigabit Ethernet ports.

RoHS

RoHS s'applique a des produits finis, mais ne
concerne pas de composants et produits semi-
finis, qui constituent le produit fini. En pratique,
les fabricants auront besoin de composants
conformes a la

SMC-Green Procurement
bag label. *The prefix part number conforms to

the following standard product. * Please consider
switching to alternative products for EU-RoHS
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compliant products with discontinued products
and

MODELEC , High-End electrical
equipment , Switches

We create high-end electrical equipment from
raw material. Made in France since 1976.
Designed by Bruno Borrione and Astrid Dieterlen

Rohs Info , ROHS Compliant
Products by Applied Wireless

Discover RoHS Compliant Products at Applied
Wireless. Ensure safety and compliance with our
expertly crafted wireless solutions.

ComEth4591a

7;\. Together with its dual Ethernet packet

; processors, dual-core ARM processors and
comprehensive software management stack, the
ComEth4591a provides a state
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NKK Switches REACH SVHCs
Compliance

As of June 2025, below listed NKK Switches'
products are all in compliance with the
requirements of the current REACH Regulation,
EC 1907/2006, including any exemptions
currently in effect.

Policy Statement on RoHS
Compliance and Lead-Free Products

RoHS and lead-free compliance are identified on
the product specification sheet. Also identified is
the lead-free solder alloy or plating on the
terminals (pins) that interconnects with the
printed circuit board.
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VvX6940

Rugged air cooled is made for harsh
environments and meet VITA 47 class EAC6 V2
and can operate in extended temperature
environments up to of -40 °C/+75 °C. Built-In
test capabilities enable efective

GAIN AN IN - DEPTH UNDERSTANDING OF
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@ LED DISPLAY PANEL

@ PROTECTOR OPERATION BUTTONS

@ NEUTRAL WIRE OUTPUT TERMINAL

@ LIVE WIRE OUTPUT TERMINAL

@ WORKING CURRENT AND VOLTAGE INSTRUCTIONS
@© FLAME - RETARDANT SHELL

Global Restriction of Hazardous
Substances (RoHS)

Global Restriction of Hazardous Substances
(RoHS) Intertek provides global RoHS compliance
solutions for manufacturers selling into the
European Union (EU), United Arab Emirates
(UAE),
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RoHS/REACH Compliance
Statements

RoHS ComplianceThe Restriction of Hazardous
Substances Directive restricts the use of six
hazardous materials in the manufacture of
various types of electronic and electrical
equipment.Statement of

EU-ROHS Directive Compliance , NKK
SWITCHES

NKK Switches' Compliance with EU-ROHS
Environmental Standards & Substances with
respect to the six substances: Lead, Mercury,
Cadmium, Hexavalent Chromium,
Polybrominated Biphenyl and
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VX6940

Coupled with Kontron ARM and X86 computing
nodes, the VX6940 is the ideal solution for
applications such as multimode active and
passive RADARs and
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RoHS Directive implementation

Information about the implementation of the
RoHS Directive, including the exemption

procedure, timeframe and assessment studies.
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Kontron VX6940 L2/L3 high
performance 40G/100G

It offers front and rear connectivity, air-cooled

and rugged versions. Rear optical connectivity is
also possible via the standard VITA66.4 P6B/J6B
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051536 RO 0508 iCOM User Manual

wholesale CE FCC ROHS 40G/H
adjustable Quartz tube ozone

Explore unbeatable offers on ozone generator Air
Ozone Purifier 40G/H Adjustable Ozone
Generator Kit with Quartz Tube for Water and
Olive QOil Purification - Custom Made Ozono. Shop
now and enjoy
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CE FCC ROHS Patented Product
40G/H 40grams Adjustable

Enjoy Free Shipping Worldwide! Limited Time
Sale Easy Return.

RoHS Product Categories &
Exemptions

RoHS-Impacted Product Categories The RoHS
Directive applies to products in Categories 1 thru
11 (as per Schedule 1 of the WEEE Directive).
RoHS also applies to all wires, cables, and
associated

Environmental RoHS Leadfree
Compliance

Some parts are RoHS compliant in accordance
with Exemption 6 (lead in copper alloy
exemption), or Exemption 8 (cadmium
exemption). Exemptions will be listed on the
RoHS Certificate of Compliance.
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RoHS Statement - Metal Domes (s:gllil:;used

SWITCH'AIRTM System

RoHS Statement - Metal Domes SWITCH'AIRTM-
2024 RoHS NICOMATIC guarantees that its
products listed below follow the Restriction of
Hazardous Substances in electrical and
electronic

" BAS
~ B

restricted-subs-referred-art-4-rohs

/ , EU. Restricted Substances Referred to in Article 4
/ (1) (Annex I1), Directive 2011/65/EU (RoHS), as
/ amended by Directive 2015/863/EU, 4 June 2015

This list contains the substances listed in Annex
& C I

GSAA40C HONEYWELL, LIMIT Ao

QSFP281o 4*SFP28

SWITCH-OT : ROHS COMPLIANT: 100

OM3/0M4

Buy GSAA40C - HONEYWELL - LIMIT SWITCH-OT :
ROHS COMPLIANT: YES. Newark Electronics
offers fast quotes, same day dispatch, fast
delivery, wide inventory, datasheets & technical
support.

RoHS , SGS France

Comply with the RoHS definition for the use of
hazardous substances with a RoHS testing
program from SGS.
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VX3920

HigH-Performance openVPX 10g/40g etHernet
SwitcH L2/L3 non-blocking 10/40 Gigabit
Ethernet Switch
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wholesale Ozone Generator Module
Kit 40G/H: Quartz

DHgate :0zone Generator Module Kit 40G/H:
Quartz Tube, Adjustable Air & Water Cooling, 40g
Ozone Output, CE FCC ROHS Certified:Office &
School &

VvX6940

Description: VX6940 is a 6U VPX non-blocking
L2/L3 switch built around a Broadcom 72 X
10GDbE port high-density switch with 100G
uplinks capability offering 720 Gb of I/O
bandwidth. Compliant with
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PEEL STICK, DONE!
i 5 VX3940
trong Adhesive for Instant Installation

The Air-cooled version of the VX3940 features a
front QSFP28 cage for the support of up to four
25GbE or two 50GbE links. 40Gbe or four 10Gbe
links is also supported.

FortiSwitch Rugged Data Sheet

Our rugged switches have added hardware
reinforcement and software features that make
them ideal for deployments in hostile
environments, as well as operational technology
(OT) industrial and

Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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