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Overview

CSR4 is a 40GBASE QSFP+ that uses four parallel optical lanes to transmit
data over multimode fiber, enabling efficient high-speed communication
within short to medium distances. Because the QSFP-40G-SR4-S does not
support 4x10G breakout connectivity, see QSFP-40G-SR4 or. What is QSFP
40G CSR4?

 The QSFP 40G CSR4 (Central Short Reach 4-lane) is an enhanced version of
SR4 designed for extended MMF reach.
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CSR4 Optical Module

  

40G QSFP+ CSR4 MTP/MPO Optical
Transceiver 

It is compliant with QSFP+ MSA, IEEE 802.3ba
40GBASE-SR4, and IEEE 

  

Detailed description of the types of
40G optical modules for  

Currently, there are two types of 40G optical
modules for short distance transmission:
40GBASE-SR4 and 40GBASE-CSR4.

  

What does the "C" mean in "CSR"
MMF optics? : r/networking 

This module can be used for native 40G optical
links over 12-fiber parallel cables with MPO/MTP
female connectors or in a 4x10G breakout mode
with parallel to duplex fiber breakout cables for
connectivity 

  

Cisco SFP-10/25G-CSR-S Compatible
10/25GBASE 

Cisco SFP-10/25G-CSR-S Compatible 10/25GBASE-
CSR SFP28 Optical Transceiver Module for Data
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Center ( MMF, 850nm, 400m, LC, DOM) The
Cisco 

  

Cisco 40GBASE QSFP Modules Data
Sheet

The Cisco QSFP 40-Gbps BiDi monitor is a
pluggable optical module for use with link
monitor hardware, such as the Cisco Nexus ®
Data Broker. Like the QSFP BiDi transceiver, it
has a 

  

40 Gb/s 300m QSFP+ CSR4
Transceiver 

Built to industry standards, the QSFP-40G-CSR4
Compatible module uses 4x10G lanes (parallel
optics) to deliver an aggregate 40G throughput,
allowing backward compatibility with 10G 

  

40GBASE-CSR4 QSFP+ 850nm 300m
- MPO Parallel Optics

40GBASE-CSR4 QSFP+ optical transceiver
operating at 850nm with up to 400m reach over
OM4 MMF, featuring DDM for data center,
campus, and HPC networks.
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Cisco QSFP-40G-CSR4 Compatible
QSFP+ Module 

Cisco QSFP-40G-CSR4 Compatible QSFP+ Module
- 40GBASE-SR4 - 40GbE Multimode Fiber MMF
Optic Transceiver - 40GE Gigabit Ethernet QSFP+
- MPO 300m - 850nm - DDM Cisco Firepower, 

  

40G QSFP+ Optical Transceiver
Modules , FiberMall

The QSFP 40G CSR4 optical transceiver is a four-
channel small pluggable optical module. Its
transmission rate can reach 40Gbps and the
maximum transmission distance is 300m.
40GBASE 

  

40G CSR4 QSFP+ 850nm 400m ,
HEYOPTICS

40GBASE-CSR4 QSFP+ Optical Transceiver
Module for Ethernet and Data Center (MMF,
850nm, 400m, MTP/MPO, DOM) QSFP+ Optical
Transceiver Module is 

  

40G QSFP for Cisco QSFP-40G-CSR4
40GBASE 

Product description Fiber Mall Cisco QSFP-40G-
CSR4-CM Compatible QSFP+ Optical Transceiver
Module is used in 40GBASE Ethernet throughput
up to 400m 
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Cisco 40GBASE QSFP Modules Data
Sheet 

This module can be used for native 40G optical
links over 12-fiber parallel cables with MPO/MTP
female connectors or in a 4x10G mode with
parallel to duplex fiber breakout cables for
connectivity to four 

  

Difference of 40GBASE SR4, LR4,
CSR4, CR4 fiber optic module

40GBASE-iSR4 (QSFP-40G-iSR4) is the product
name for Huawei's 40GBASE-SR4 fiber optic
module, while 40GBASE-eiSR4 (QSFP-40G-eiSR4)
refers to Huawei's 40GBASE-CSR4 

  

Panduit Cable Ordering Guide For
Cisco 40G Optics

This module can be used for native 40G optical
links over 12-fiber parallel cables with MPO/MTP
female connectors or in a 4x10G breakout mode
with parallel to duplex fiber breakout cables for
connectivity 
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Cisco's 10/25G CSR Transceiver -
Clearing Up A 

Written by Craig Pasek and Pat Chou, Product
Managers, Transceiver Module Group We've seen
that many enterprise customers with multi 

  

Customized 10/25GBASE-CSR SFP28
Dual-rate 850nm 

10/25GBASE-CSR SFP28 Optical Transceiver
Module for Data Center ( MMF, 850nm, 400m, LC,
DOM) The 10/25GBASE-CSR SFP28 

  

What are the Types of 40G QSFP+
Transceiver? 

Currently, two common types of short-distance
40G optical modules are 40GBASE-SR4 and
40GBASE-CSR4. "SR" means short distance. The
40GBASE-SR4 transceiver module (also known as
QSFP 

  

CSR4 Cisco Equivalent: Campus
Network Deployment

Learn how CSR4 Cisco equivalent optical
modules support 40G campus networks,
including fiber requirements, compatibility, and
deployment practices.
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QSFP 40G SR4 vs CSR4: Key
Differences and Similarities

Compare QSFP 40G SR4 and CSR4 modules for
data center networks. Learn key differences,
similarities, reach, costs, and LINK-PP
deployment solutions for optimal 40G
multimode 

  

Support 

Optical transceiver modules Optical modules
transmit signals over optical fibers. Optical
transmission features low loss and is fit for long
distance transmission. H3C devices support
optical module 

  

QSFP-40G-CSR4 40G QSFP+ 850nm
300m DOM MPO 

The QSFP+ module is designed for use in
40GBASE Ethernet throughput up to 400m over
multimode fiber (MMF) using a wavelength of
850nm via a MTP/MPO 
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40G QSFP+ Cable and Transceiver
Modules Data Sheet , FS

QSFP-CSR4-40G (IB) The QSFP-CSR4-40G Optical
Transceiver Module is designed for use in 40Gb/s
FDR10 InfiniBand systems throughput up to
400m over OM4 or 300m over OM3 

  

What is the difference between
QSFP 40G SR4 and CSR4?

Both SR 4 & CSR 4 use a ribbon fibre with four
10Gbps parallel strands. 40GBase CSR4 and
40GBase SR4 are both standards for 40 Gigabit
Ethernet over fibre optic cables.

  

Cisco QSFP-40G-CSR4 Compatible
40GBASE-CSR4 

Cisco QSFP-40G-CSR4 Compatible 40GBASE-
CSR4 QSFP+ Optical Transceiver 

  

Generic Compatible 40GBASE-CSR4
QSFP+ 850nm 400m DOM 

Generic QSFP-CSR4-40G Compatible 40GBASE-
CSR4 QSFP+ Optical Transceiver Module (MMF,
850nm, 400m, MTP/MPO, DOM) The QSFP+
module is designed for use in 40GBASE Ethernet 
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Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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