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10G 1550nm 120KM XFP Optical
Module With EDFA 27dB XFP 10G ZR

10G 1550nm 120KM XFP Optical Module with
EDFA 27dB XFP 10G ZR Hilink 10G XFP ZR optical
transceivers are designed for use in 10-Gigabit
Ethernet links up to 120km over Single Mode
fiber.

  

Cisco GLC-EZX-SM-120 1000BASE-
EZX 1550nm 120km

Cisco GLC-EZX-SM-120 Compatible 1000BASE-
EZX SFP Module 120km EXT DDM/DOM Fiber
Optic Transceiver Cisco GLC-EZX-SM-120
1000BASE-EZX 120km Compatible Dual LC type
pluggable 

  

10G SFP+ ZR Optical Module: 120km
Reach for Long-Haul Transmission

As a professional optical module manufacturer,
Svelol combines stringent quality control with
advanced design to deliver robust, high-
performance products. The 10G SFP+ 1550nm
120km 

  

10G Base ZR+ SFP+ 120km ,
1550nm , 28dB Link Budget

Operating at 1550nm wavelength over 120km
single-mode fiber, this 10G Base 
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10GBASE-ZR SFP+ 1550nm 120km
DOM Duplex 

10GBASE-ZR SFP+ Transceiver Module (SMF,
1550nm, 120km, LC, DOM) The SFP+ transceiver
supports up to 120km over OS2 SMF via an LC
duplex 

  

1000BASE SFP BIDI Optical
Transceiver Modules , FiberMall

1000BASE SFP BiDirectional (BIDI) Transceivers
enable up to 120km optical links with simplex
LC/SC connector, which is compliant with the
Gigabit Ethernet.

  

100G DWDM QSFP28 80 vs 120:
Complete Comparison 

Compare 100G DWDM QSFP28 80km vs 120km
modules. Learn differences in optical budget,
power, DCM requirements, and best applications.
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1G SFP EZX 120km 

1G SFP EZX 120km o Up to1.25Gb/s bi-
directional data links o Compliant with IEEE
802.3z Gigabit Ethernet standard o Compliant
with Fiber Channel 100-SM-LL-V 

  

10G SFP+ EZR, 1550nm, 120km,
DDM, LC/UPC 

With this Mini-Gbic you will be able to carry out
installations up to 120km away using Single
Mode optical fiber (SMF) using two fibers through
fused cables and optical 

  

SFP Optical Module, 1Gb, LC SM,
120km, TX:1550nm

Insert type SFP (miniGBIC) designed for
transmission of double (duplex) single-mode
fiber (SM) over a distance of 120km. TX
wavelength 1550nm. All products' 

  

120Km Dispersion Compensation
Module, DWDM, 

The Miljet MJ-DCM120-1UR is a high-performance
dispersion compensation module (DCM) designed
for DWDM networks. With a compensation
capacity of up to 
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1G DWDM SFP EZX 120KM
Transceiver Module

It supports a dual data rate of
1.25Gbps/1.06Gbps and 120km transmission
distance with 9/125µm single-mode fiber. This
1G DWDM SFP EZX transceiver module 

  

10G SFP+ ZR 1550nm Optical
Transceiver Module

FiberMall SFP-10G55-ZR120 Compatible
10GBASE-ZR SFP+ optical transceiver module
supports up to 120km over OS2 Single Mode
Fiber (SMF) via an LC 

  

Best Fiber Optic Modules in Czech
Republic , Buy Bulk Fiber Optic  

Best B2B Platform to buy Bulk Fiber Optic
Modules in Czech Republic trusted wholesalers.
Customize MOQ of Fiber Optic Modules
manufacturer from Czech Republic, deal with top
Fiber Optic Modules 

  

10G ZR 120KM SFP+ Optical
Transceiver 

10G ZR SFP+ optical transceiver module, support
10Gb/s and up to 120km transmission, It works
in high-speed IDC connection solutions, 5G
network front 
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1.25G SFP 120km Transceiver , Ultra
Long-Haul

EDGEOPTIC 1.25G SFP 120km transceiver:
120km single-mode fiber, 1550nm wavelength,
32dB link budget, 100Mbps-1.25Gbps. Ultra-long-
haul solution.

  

GAOTek 10G SFP+ DWDM ZR with
EDFA Reach of 120 

GAOTek DWDM EDFA 10G SFP+ DWDM ZR with
EDFA Reach 120 km is used in optical fiber
networks to transmit multiple data signals
simultaneously over a 

  

2.67G SFP STM-16 , 120 km, l1550
nm, DDM, LC-Duplex, Singlemode

FLEXBOX allows us to reduce the amount of
spare transceivers we keep for our diverse
hardware systems, thereby keeping overall cost
low. Great. FLEXBOX does what it says on the
tin! - just 

  

10GBASE-ZR SFP+ 1550nm 120km
DOM Duplex LC SMF Optical 

Reviews Resources 10GBASE-ZR SFP+
Transceiver Module (SMF, 1550nm, 120km, LC,
DOM) The SFP+ transceiver supports up to
120km over OS2 SMF via an LC duplex
connector. This transceiver 
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Optical module SFP CWDM
1000Base-ZX 1470nm, 120km
(32dB), 

Dual Fiber Module, SFP CWDM 1000Base-ZX, LC
connector, operating wavelength 1470nm,
distance up to 120km (32dB).

  

SFP-GE-LH120-SM 1550 1.25G
120km Optical Transceiver

The XFP optical module supports LC fiber optic
connectors and supports hot plugging. Compared
to SFP+ and SFP optical modules, XFP optical
modules are 

  

LiComm: Optical Amplifier Optical
Reach Extender Chassis 120 kM

ORE: XFP Micro-EDFA Optical Reach Extender
120 kM Chassis The LiComm ORE series is an
micro-EDFA optical reach extender with XOA for
the long haul point-to-point transmission up to
120km 

  

HW Compatible 10GBASE-ZR SFP+
1550nm 120km 

HW Compatible 10GBASE-ZR SFP+ 1550nm
120km DOM Duplex LC/UPC SMF Optical
Transceiver Module, Product Specification:Part
Number - SFP-10GZR120 
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SFP-GE-LH120-SM 1550 1.25G
120km Optical Transceiver

SFP-GE-LH120-SM 1550 1.25G 1550nm 120km
Transceiver CISCO, HUAWEI, H3C, Juniper, D-link,
HP, IBM, dell, Mikrotik, Aruba,Quidway
Compatible The SFP 

  

1.25Gb/s 120km CWDM SFP EZX
Transceiver Module 

Buy 1.25Gb/s CWDM 1270~1610nm 120km SFP
EZX Optical Transceiver from Manufacturer at
Affordable Factory Price,5-Year Warranty &
Money-back Guarantee.

  

10G SFP+ EZR, 1550nm, 120km,
DDM, LC/UPC 

It works to interconnect equipment with SFP+
model optical interfaces/ports to 
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10GBASE-ZR SFP+ SMF 1550nm
120km DDM Transceiver 

AMC Optics 10GBASE-ZR SFP+ SMF 1550nm
120km DDM Transceiver is guaranteed 100%
Compatible and Functional in its intended router
or switch, and it is 100% MSA compliant .

  

QSFP28 100GE DWDM Coh-T 120km
30dB SFF

The TQ2032-TUNC-SO is a pluggable QSFP28
DWDM transceiver designed for high capacity
100 Gigabit Ethernet (100GbE) Data Center
Interconnect (DCI) optical 

  

2.5G SFP CWDM 120km Optical
Module 

Achieve reliable 2.5G connectivity over 120km
with our CWDM SFP optical module--engineered
for long-reach fiber networks.

  

1.25Gbps CWDM SFP Optical
Transceiver 120km 

1.25Gbps CWDM SFP optical transceiver is a
small form-factor pluggable (SFP) module that
provides a high-speed data link over single-mode
fiber (SMF) cable.
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Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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