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How to check the distance on a
Huijue optical module
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Overview

If an optical module is installed in a running device, you can run the display
transceiver command to view parameters of the optical module, including the
center wavelength, transmission distance, fiber types supported, receive
optical power, and transmit optical power. The following uses the Moduletek
SFP-10G-LR module connected to a Huawei S6700 switch as an example to
introduce how to read information of the connected optical module on a

Huawei switch. Run the display transceiver [interface interface-type interface-
number | slot slot-id] , to view the information on.
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How to check the distance on a Huijue optical module

Huawei Technical Support

Learn how to display optical module information
on Huawei devices using specific commands and
understand the diagnostic details of optical
modules.

how to display power of optical
module

As you can see in the above output, port mode is
COMBO AUTO, SFP module has been inserted

How to View Optical Module
Parameters

If an optical module is installed in a running
device, you can run the display transceiver
command to view parameters of the optical
module, including the center wavelength,
transmission distance, fiber

Optical Module: Typical Optical
Module Troubleshooting Procedure

Check the model of the faulty optical module. If it
is not a Huawei-certified optical module, replace
it with a Huawei-certified optical module. If the
optical module is installed on a GE port, run the
display
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Exploring the Correlation Between
Optical Module Wavelength and

This article delves into the correlation between
optical module wavelength and transmission
distance, shedding light on the complexities that
impact the efficiency of data transmission.
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Checking Optical Module
Information of the Interface

Run the display interface interface-type interface-
number transceiver [ verbose ] command to
check optical module information. display
interface 10ge 1/0/1 transceiver verbose
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How Do | View the Transmit and
Receive Power of an Optical
Module?

You can also run the display transceiver
diagnosis command to check optical parameters
of the optical interface. display transceiver
diagnosis interface GigabitEthernet 0/0/8
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How Do | Ensure that the Transmit
and Receive Optical Power of an

You are advised to replace the optical module. To
ensure normal communication between two
optical interfaces, check for transmit and receive
power alarms after the two interfaces

Displaying Optical Module
Information

Procedure Run the display transceiver [
interfaceinterface-typeinterface-number, slotslot-
id ] [ verbose ] command to view information
about the optical module on a specified

interface. Run the display

how to display power of optical
module

Verbose option displays detailed information
about the optical module, including the basic
information, manufacturing information, alarm
information and diagnosis information.

FAQ-How Do | View the Transmit
and Receive Optical Power of an
Optical

Modular Switch V200R001 The Current Rx Power
(dBM) field in the command output indicates the
current receive power of the optical module, and
the Current Tx Power (dBM) field
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Checking Whether the Optical Fiber

and Optical Module
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Check the optical module type. Generally, an w
optical module has a label attached, identifying ﬂg ‘

the rate, center wavelength, and mode (single-

mode or multimode) of

Displaying Optical Module
Information

When certifying an optical module, Huawei
comprehensively verifies the functions of the
optical module to ensure the optical module
quality. The functions include the installation and
removal, transmit and

Checking Whether the Optical

Module Type is Correct

An optical module with a longer transmission
distance has a higher transmit power. If an
optical module with a long transmission distance
is used for short-distance transmission, the

optical interface cannot
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Checking Whether the Optical
Module Works Properly

Check whether the transmission distance of the
optical module and fiber type meet
requirements. Use an optical power meter to

measure the attenuation of each part of links and =

recover the problematic link.

Teach you to read the DDM
information of the optical

Today, ETU-LINK will introduce how to query the
information of optical module on Huawei switch.
Next, we will introduce the query instructions of
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How to View Optical Module
Parameters

Using a Command If an optical module is
installed in a running router, you can run the
display transceiver command to view parameters
of the optical module, including the center

Displaying Optical Module
Information

If the fiber length exceeds the maximum
transmission distance of the optical modules,
shorten the fiber length or use optical modules
with a longer transmission distance.
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Displaying Optical Module
Information

Displaying Optical Module Information Context
When the optical module on an interface is
faulty, you can run the display commands to
view information about the optical module.
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Ruijie Optical Module

Overview As an industry-leading ICT
infrastructure and industry solution provider,
Ruijie Networks offers customers a wide variety
of high-density and low-power optical modules.
Optical transceivers are

Optical Module Solutions for Huawei
S5700/S5720 Series Switches

When using switches, we may encounter many
confusions, such as what types of optical
modules are needed for different models of
Huawei switches, and how to resolve issues
encountered
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Displaying Optical Module
Information

The fiber length must be shorter than the
maximum transmission distance of an optical
module. For the maximum transmission distance
supported by different optical modules, see

L Lengh3aomm Displaying Optical Module
Small-end inner diameter:0.9mm

Large-end inner diameter:3.8mm Info rm ation

Outer diameter:6.0mm

For the maximum transmission distance
. supported by different optical modules, see
Optical Module in the hardware description. If the

' fiber length exceeds the maximum transmission

distance of the

il

Holybro H-Flow Optical Flow and
Distance Sensor Module

The Holybro H-Flow Optical Flow and Distance
Sensor Module is an advanced all-in-one solution
designed for precision flight control and
navigation. Featuring the

How to read optical module
information on H3C switches

The information output under this command is

the identification information of the optical
module, including module type, wavelength,
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Huawei enterprise switches

Goldfinger unreasonable optical module size,
resulting in damage to electronic components
interface. Some dimensions of the non-
authentication cheat unreasonable optical
module, when using such an

How To Read Optical Module
Information On Huawei Switches

W a

ﬁ The following uses the Moduletek SFP-10G-LR

\\_/ module connected to a Huawei S6700 switch as
=2 an example to introduce how to read information

of the connected optical module on a Huawei

. 72/;{{“ switch.
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What Are the Key Parameters of
Optical Modules

Understand the key parameters of optical
modules, including transmission rate, distance,
wavelength, and fiber compatibility, for better
network
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- Checking Whether the Optical
- B Module Type is Correct
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Check whether the transmission distance of the
optical module is suitable for the actual distance
between the two devices. The transmission
distance of an optical module is 10 km, 15 km,
20 km, 40
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Troubleshooting Optical Module
Issues

Troubleshooting Optical Module Issues Symptom
An optical port cannot go Up. The optical module
cannot be properly identified and optical module
information cannot be obtained. After

Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za

Powered by Adam Tas Corridor Energy


http://www.tcpdf.org

