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Huawei Optical Module Removal
Pliers
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Huawei Optical Module Removal Pliers

(Video) NetEngine 8000 X Use a pair

— of tweezers to remove optical
This video details the procedure and precautions
: for using a pair of tweezers to remove optical
I fibers and optical modules on NetEngine 8000 X

P series routers.

Troubleshooting for Optical Modules
on Huawei Switch

Troubleshooting for Optical Modules on Huawei
Switch Many friends feedback that one problems
occurred when using optical modules on
switches, now we are

Optical Module: Typical Optical
Module Troubleshooting Procedure

If it is not a Huawei-certified optical module,
replace it with a Huawei-certified optical module.
If the optical module is installed on a GE port, run
the display interfaceGigabitEthernet x/x/x
command to

Optical fiber unit

LSZH Jacket FRP strength
member

Replacing an Optical Fiber, Optical
Module, and Network Cable Using

If the operation space is limited, you can use a
fiber extractor to remove and insert LC optical
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unshielded network cables.
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Replacing an Optical Module

e
U\ u When replacing an optical module, ensure that
= no optical fiber is connected to the optical
module. Install or remove optical fibers carefully
to avoid damages to fiber connectors.

Introduction of Optical Modules on
Huawei Switches

LY

You may learn how to classify and check the
optical modules from this article, thunder-link
sales team will assist you for further questions
about optical

B un

HUAWEI WDM Replacing the Optical
Module (XFP/SFP/CFP)

HUAWEI WDM Replacing the Optical Module
(XFP/SFP/CFP) Huawei Documentation Insights
32K subscribers Subscribe
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Typical Troubleshooting Cases of
Optical Module

Procedure Check whether the optical modules
are Huawei-certified ones. If not, contact the
supplier of the optical modules. If possible,
remove and reinstall the optical modules to
check whether the fault

How Do | Use a Fiber Extractor to
Remove Optical Fibers and Optical

When using the fiber extractor to remove a
pluggable optical module, apply proper force to
clamp the security pin of the optical module with
the L-shaped hook, as shown in Figure 8-3.

DEVM/1/hwOpticalRemove_active

If not, ignore this alarm. If so, install the
corresponding optical module. To ignore and
clear this alarm, run the clear alarm active
sequence-number sequence-number command
in the alarm management

Optical Module Solutions for Huawei
S5700/S5720 Series Switches

This article summarizes several solutions for
using optical modules with switches and common
problems encountered during usage, along with
specific solutions.
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Replacing an Optical Module

Install or remove optical fibers carefully to avoid

damage to fiber connectors. Optical modules are M
electrostatic-sensitive components; therefore,

you must take ESD protective measures when #

Huawei NetEngine 8000 X Use a pair
of tweezers to remove optical fibers

This video details the procedure and precautions
for using a pair of tweezers to remove optical
fibers and optical modules on Huawei NetEngine
8000 X series

Troubleshooting for Optical Modules
on Huawei Switch

Check whether the optical module is Huawei-
certified. If it is not certified by Huawei, replace it
with a Huawei certified one. Remove and
reinstall the optical module.

Guide to Using Pluggable Modules

Guide to Using Pluggable Modules The system
may fail to obtain information about non-Huawei-
certified optical modules or obtain incorrect
information. You are advised to use Huawei-
certified optical
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Installing Optical Module Tutorial

For HUAWEI Switch

Installation module tutorial of HUAWEI
S5700-24TP-SI (AC) switch To avoid component

damage caused by improper operation, we =

should strictly follow the

Checking the Optical Module Type v

HUAWEI WDM Replacing the Optical
Module

HUAWEI WDM replacing the optical module video
shows you how to replace an optical module.
HUAWEI WDM Documentation:

¢ Slow Auis Aligned (0%) - for standard sensing
applications

(9
modulation applicat

special
ions
¢ 5% Axis Aligned - for depolarizer applications

When certifying an optical module, Huawei
switches comprehensively verify optical module
functions to ensure the optical module quality.
The functions include the installation and

removal, transmit and
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Optical Module Troubleshooting

If there is a Huawei logo on the label, the optical
module has been certified for Huawei data center
switches. If not, send the model of the optical
module to technical support personnel.

Optical Module Installation and
Replacement

If the transceiver module does not pull out, it is
installed correctly. If the transceiver module pulls
out, reinstall it. Ensure that transceiver modules
are fitted with dust plugs when not in use and
remove the
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Optical Module Installation and
Replacement

Remove the dust plug from an optical port. Keep
the dust plug for future use. Ensure that the
optical module is correctly oriented and gently
push it into the optical port until you hear a click.
If the optical
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Optical Module: The Device Cannot
Display Any Optical Module

Call Huawei global service hotline or contact
software maintenance engineers to verify the
software version. If allowed, reboot the device or
power off and restart the device. Services on the
device are
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Replacing an Optical Module

Rotate the handle of the optical module down,
gently push the optical module, and then pull out
the optical module by the handle, as shown in
Figure 1-115. When installing a CFP optical
module, hold
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Huawei NetEngine 8000 X Use a pair
of tweezers to

This video details the procedure and precautions
for using a pair of tweezers to remove optical
fibers and optical modules on Huawei NetEngine

Installing an Optical Module

Installing an Optical Module Context This section
describes how to install an optical module. The
method used to install a copper transceiver
module is the same, except that the copper
transceiver module
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HUAWEI SMARTLOGGER3000 USER
MANUAL Pdf

View and Download Huawei SmartLogger3000
user manual online. SmartLogger3000 network
hardware pdf manual download. Also for:

Optical Module Solutions for Huawei
S5700/S5720 Series Switches

When using switches, we may encounter many
confusions, such as what types of optical
modules are needed for different models of
Huawei switches, and how to resolve issues
encountered

Optical Module: The Device Cannot
Display Any Optical Module

Call Huawei global service hotline or contact
software maintenance engineers to verify the
software version. If allowed, reboot the device or
power off and restart the device. Services on

Replacing an Optical Module

Exercise caution when inserting or removing the
optical fiber. Do not damage the optical fiber
ends. Optical modules are electrostatic-sensitive
components. Therefore, you must take ESD
protection
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Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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