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What Is StarryLink Optical Module?
Why Do We Need It? 

The StarryLink optical module is a core
component developed by Huawei for data center
networks. It delivers ultra-long-distance
transmission, exceptional reliability, and
enhanced security, 

  

50Gbps QSFP28 Optical Module 

When this type of optical module is used to
interconnect with a WDM device, the 1+1
protection switching duration on the client side
of the WDM device is longer than 50 ms. The
optical power 

  

What Is an SFP Optic Module and
How Does It Work

SFP optic modules convert electrical to optical
signals for fast, long-distance data transfer. Hot-
swappable, versatile, and compatible with
various 

  

Huawei OSX080D01 10Gb/s 80km
SFP+ Transceiver LC SM

With a transmission range of
1528.384nm~1568.773nm and a speed of
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9.95Gb/s to 11.1Gb/s, this module is perfect for
long-distance single-mode fiber applications up
to 80km.

  

Custom 40G QSFP+ and 50G
SFP56/QSFP28 Modules

This module ensures absolute signal integrity
across 40km of single-mode fiber without the
need for intermediate optical amplifiers.
Manufactured in our class-100k cleanrooms,
every unit is 3D 

  

Huawei QSFP28 100G 80km ,
EUR930.93 , EDGE Optical Solutions

EdgeOptic's QSFP28-100G-1310nm-80km-SM-01
compatible is a Huawei-coded 100GBASE-ZR4
QSFP28 rated for 80 km on G.652 single-mode
fiber. Huawei lists this module under BOM code 

  

Custom 40G QSFP+ and 50G
SFP56/QSFP28 Modules

Custom 40G QSFP+ Parallel SMF Module
Designed for advanced breakout applications
and parallel single-mode routing. Unlike standard
LC models, this specialized series utilizes an
MPO/MTP 
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SFP+10GE-LH10-SM1310 

SFP+10GE-LH10-SM1310 is a Huawei Compatible
SFP+ Transceiver supporting 1.25-10.31 Gbps
data rate in 10 km distance over Single-Mode
Fiber SMF

  

Newsroom 

Huawei's official news feed, bringing you real
first-hand information

  

SFP-10G-LR, Huawei SFP+ Optical
Transceiver, 10G, 

The Huawei Optical Transceiver SFP-10G-LR is a
versatile and high-performance 10G SFP+
module. Designed for single-mode fiber, it offers
reliable 10km 
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Huawei S-SFP-GE-LH80-SM1550 GE
1550nm 80km 

This eSFP single-mode module operates at
1550nm and offers a transmission range of
80km. With an LC connector, this transceiver
provides high-quality, reliable 

  

direcXource Huawei DWDM-
SFP1G-56.55-80 Compatible
1000BASE 

Huawei DWDM-SFP1G-56.55-80 compatible
optical transceiver is a dual fiber 1000Mbps
Small Form-factor Pluggable SFP DWDM module
for use in 1000BASE Ethernet. SFP
DWDM5655-ZX provides 

  

Huawei H802X2CS MA5600T
10GE/GE Uplink Board 

Buy Huawei MA5680T MA5683T 2-port 10GE/GE
uplink board H802X2CS, configure H802X2CS
with 10km 40km 80km SFP+ optical module,
download H802X2CS 

  

The Ultimate Guide to SFP Modules
(2026): Types, 

Confused by SFP vs SFP+? Read the definitive
2026 guide on SFP modules. We explain Single
Mode vs Multimode, DDM diagnostics, and how
to choose the right 
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Huawei OSX010000 Compatible
10Gbps SFP+ 10GBASE-LR 1310nm 

Huawei OSX010000 compatible optical
transceiver is a dual fiber 10Gbps Small Form-
factor Pluggable SFP+ module for use in
10GBASE Ethernet network. SFP+ LR provides
10.31Gb/s throughput up to 

  

Original SFP 1.25G-1550nm-80km-
SM-SFP

High quality Original SFP 1.25G-1550nm-80km-
SM-SFP+ OSG080N02 S4017310 

  

Huawei S6720-LI Series Switch
Optical Module Solutions

As a professional optical module manufacturer,
Walsun can provide optical modules compatible
with various brand switches, including Huawei.
For the optical module configuration of 
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Huawei 100G DWDM QSFP28 PAM4
Single Wave C37 80km Module 

100G DWDM QSFP28 single wave transceiver
module enables 80km optical transmission over
single-mode fiber (SMF) with EDFA & DCM. It is
available in all C-Band wavelengths on the
100GHz 

  

QSFP28-100G-10KM Module
100GBASE-LR4 PN 

QSFP28-100G-10KM Module is 100G 1310nm
10km QSFP28 optical transceiver with LC
connector applied for huawei series switches
QSFP28-100G-10KM Module 

  

Sfp Modules 

Discover 20km Optical Fiber Transceiver SFP
modules with 1.25G/1310nm compatibility for
Cisco/Mikrotik. Single mode, DDM function, and
wide temperature range for optimal
performance. , 

  

Huawei Campus Optical Module
Portfolio

BIDI optical module is equipped with a
wavelength division multiplexer (WDM) coupler,
that is, a duplexer, which converges and
separates data transmitted on a single optical
fiber based on 
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Transceiver Optical Module Cisco
1.25G SFP 1610nm CWDM

Fiber Optical Transceiver,Optical Module Cisco
Compatible CWDM 1.25G SFP 1610nm 80km
Duplex LC/UPC Single Mode Specifications
Operating within the 1270-1610nm wavelength
range, 1.25G 

  

Huawei 02312NCX
QSFP28-100G-1310nm-80km-SM-01 

The module is equipped with an EML laser and
APD receiver, and reaches a transmission
distance of 80km at a wavelength of 1310nm.
With these features, 

  

Huawei XFP-10G-1550NM-80KM-SM
Optical Module Sample Report

Huawei has model XFP-10G-1550NM-80KM-SM
optical module products, which can support 10G
Ethernet transmission of 80KM in single-mode
fiber, Moduletek Laboratory has tested 
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Compatibility Analysis of Optical
Modules: Covering Global 

Matching modules: 1G multi-mode, 10G single-
mode, etc., with transmission distances ranging
from 550 meters to 80 kilometers. 5G fronthaul
scenario 25G BIDI ZR module: single-fiber 

  

400G Optical Modules Explained:
SR4 Vs. DR4 Vs. FR4 

Key differences between SR4, DR4, FR4, and LR4
400G optical modules. Expert advice from
Asterfusion engineers to optimize your data
center 

  

Huawei S-SFP-GE-LH80-SM1550
80km Optical Transceiver

This eSFP single-mode module operates at
1550nm and offers a transmission range of
80km. With an LC connector, this transceiver
provides high-quality, reliable optical
connectivity.

  

Huawei OSX010000 SFP+ 10G Single
Mode Optical 

Huawei OSX010000 SFP+ 10G transceiver for
single-mode fiber, 1310nm wavelength, 10km
range. Compliant with 10Gbase-LR standard.
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10GE SFP+ Optical Modules 

Single-fiber bidirectional (BIDI) optical modules
must be used in pairs. For example, SFP-10G-
BXU1 must be used with SFP-10G-BXD1.

  

Walsun 100G QSFP28 Full Range
BIDI Solution 

Walsun has launched the 100G QSFP28 ZR4 BIDI
product, and will demonstrate 100G 80km single-
fiber bidirectional service transmission at OFC 

Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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