-
...‘

>+, . Adam Tas Corridor Energy

BS
+2ole.
T2t

Quotation for Low-Loss Male
Connectors for Outdoor Use
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Quotation for Low-Loss Male Connectors for Outdoor Use

NETBOON Low Loss LMR200/HLF200
Coaxial Cable Jumper

ULTRA LOW LOSS COAX CABLE: The LMR200

Coax Cable with N-Male for SMA-Male connectors
‘ is Black in color and extremely low-loss coaxial
cable, which means that due to cabling, causes
the

Low Loss Coaxial Connectors

Complete series of high frequency low loss
coaxial RF connector products with Type N, TNC
& SMA & 2.4 mm interfaces.

nmEEEDN
W EEnn
W EEmnn

[
0DHEEDNO

111VPITN

|
=

E=

N Male to N Male Low Loss Cable
Using LMR-240-DB

Radio frequency assembly N male to N male low
loss cable using LMR-240-DB coax from
Pasternack is part of one of the largest selections
of same-day ship coaxial

Bolton Technical LMR®600
Equivalent Ultra Low-Loss Coax

Bolton Technical LMR®600 Equivalent Ultra Low-
Loss Coax Cable. Flexible Heavy Duty Outdoor
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Ultra Low Loss Coax Cable 500hm for Home and
Commercial Signal Booster Installations (10 ft N-
Male to
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N Male to SMA Male Plug Connector
Low Loss RF
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J The LMR/ HLF-400 cable is specially designed for
e outdoor use. Due to its UV and water resistance,
the LMR/ HLF-400 cable is very suitable for

N Male Connector for 400 Style Coax
Cable , RadiolLabs

These rugged connectors are crimp style, ultra
low-loss design, incorporating a gold plated pin,
crimp ring, and allow for wrench or finger
tightening to any coax, or wifi

Outdoor connector

Find your outdoor connector easily amongst the
116 products from the leading brands (LEMO,
Hirose, Staubli, ) on Directindustry, the industry
specialist for your professional purchases.
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HLF400 Coaxial Cable Assembly - N
Male to N Male

The NETBOON HLF400 Coaxial Cable Assembly
with N Male to N Male Connector is engineered
for high-frequency, low-loss signal transmission

HiBoost 30ft Ultra Low Loss Coaxial
Cable with N-Male

About this item 30ft 3D-FB Ultra Low Loss Coaxial
Cable Connector Type N-Male to N-Male
Characteristc impedance 50 ohm Highly durable
waterproof and UV

Low-Loss Coaxial Extension Cable
(50 Ohm) SMA Male to N Male
Connector

Low-Loss LMR400 Size Coax, Impedance: 50
ohm. S-LMR400 offers a significantly larger
center conductor and supports better signal
retention for longer cable runs and higher
frequency use.

Proxicast

Note: All outdoor coax connections must be
weather-proofed to minimize damage caused by
moisture in the connectors or cabling. Use our
Self-Bonding silicone
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Low Loss RF cables and connectors
from Telegartner

Besides the wide range of RF connectors,
Telegartner also provides a considerable range of
suitable coaxial low loss cables. Using this one-
stop shopping option at

LMR 300 Low Loss RF Coaxial Cable
- N Male to SMA

Low Loss LMR 300 N Male to SMA Male Connector
Weatherproof and Corrosion Resistant 50-ohm
Impedance Designed for Outdoor and Indoor Use
Compatible

Outdoor Lighting Connectors , IP68
Waterproof LED

Low voltage outdoor LED light connectors with
IP68 waterproof rating, suitable for landscape
lighting. Buy your required accessories here.
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MOOKEERF KMR240 N Cable
MOOKEERF KMR240 N Male to N Male Ultra Low
Loss Coax Cable 50o0hm KMR240 N male cable is
thin,flexible,light-weight could be bends and
strapped
Proxicast

It can also be used to connect to lightning
arresters, access points or any equipment with N-
Female and RPSMA Female connectors.
Proxicast's coax extension cable

o Telehatch LMR400 Low Loss Coaxial
. Cable (20 Meter) , N Male

Low Signal Loss: LMR400 grade cable ensures
minimal signal degradation over long distances.,
t ERERCY Connector Type: N Male to SMA Male - widely
ﬁ compatible with 4G LTE routers, antennas, and

Amazon : Proxicast 75 ft SMA Male
to N Male

SMA Male to N Male Antenna Coax Jumper Cable
for Modems, Routers, Amplifiers & Other Radio
Devices This premium low-loss coax cable is
used to connect an
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Low-loss connector

Find your low-loss connector easily amongst the
12 products from the leading brands (LEMO,
Smiths Interconnect, Sumitomo Electric, ) on
Directindustry, the
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Ultra-Low Loss Fiber
Connectors/Cables

Ultralow Loss Single Mode Fiber
Connectors/Patch Cables 0.07dB active aligned
<0.07dB coupling loss $107+ SKU: ULFC Regular
Fiber Connectors/Patch

15 ft. KMR240 50 Ohm Outdoor Low
Loss Coaxial Cable

Enjoy secure connections with its robust N Male
connectors, perfect for both indoor and outdoor
antenna setups, delivering top-notch
performance for all your RF
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Amazon : Waterproof Low Voltage
Connectors

50PCS R3 Waterproof Wire Connectors,
20-10AWG Wires, Secure Waterproof Wire Nuts
with Reliable Seal for Outdoor Use, Low Voltage
Wire Connector for Landscape Lighting &
Electrical Connections

Bolton400 Coaxial Cable

You can expect a negligible amount of loss from

Bolton cable. It features an N-Male connector on

one end and an N-Male connector on the other
with a black outer
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Bolton400 Jumper Cable

LMR400 Equivalent SPECIFICATION: This ultra low-
loss cable features a loss per 100 feet rating of
only 6 dB. You can expect a negligible amount of
loss from this

N Male Connector for 400 Style Coax
Cable , RadiolLabs

N-Male connectors, are the most common type
used for WiFi / Wireless coax, and are considered
a standard for all outside applications. With
excellent low-loss
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Contact Us

For datasheets, pricing, or custom telecom energy solutions, please visit:
https://koskolong.co.za
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